LIMBACK LUMBER CO. ITEMS MARKED * ARE "NET" 7/23/26
Western Red Cedar Sidings
x4 Raw Clear Bevel | KD. VG. Graded both sides CHECK LENGTHS 2.50 - DISC
2x 6 Raw Clear Bevel | KD. VG. Graded both sides CHECK LENGTHS 4.75 - DISC
2x 8 Raw Clear Bevel | KD. VG. Graded both sides CHECK LENGTHS 5.00 (3°-7°) - DISC.
x4 FJP Bevel KD. VG. Graded both sides. 1.50 8 & 16’
For smooth side, 2" coat of primer is recommended.
2x6 FJP Bevel KD. VG. Graded both sides. 2.40 8 & 16’
For smooth side, 2" coat of primer is recommended.
2x 8 FJP Bevel KD. VG. Graded both sides. 3.50 8 & 16’
For smooth side, 2" coat of primer is recommended.
Y% x 10 FJP Bevel KD. VG. Graded both sides. 6.75 8 & 16’
For smooth side, 2™ coat of primer is recommended.
11/16 x 6 TK Primed Bevel | Graded rough side 2.60
11/16 x 8 TK Primed Bevel | Graded rough side 3.50
11/16 x 8 TK Raw Bevel Graded rough side 3.00
7/8 x 10 TK Raw Bevel Graded rough side 7.00
5/4x 10 TK Raw Bevel Graded rough side 7.95
Channel Sidings
1x6 Tight Knot Cedar — K.D. Graded rough side 2.95
1x8 Tight Knot Cedar — K.D. Graded rough side 4.00
1x10 Tight Knot Cedar — K.D. Graded rough side 7.00
Tongue & Groove — Check Lengths
Yax4 (7/167) Clear “A” - K.D. - Graded both sides 6’-7 8-14° 15°-20°
3.35% 3.80 4.30
Y“x6 (7/167) Clear “A” - K.D. - Graded both sides 6’-7 8-14° 15°-20°
6.50* 7.50 7.50
1x4 (11/167) CVG - K.D. - Graded both sides 6’-7 8-14° 15°-20°
4.75% 5.70 6.50
1x6 (11/167) CVG - K.D. - Graded both sides 6’-7 8-14° 15°-20°
8.75% 10.50 11.95
1x4 (11/16”) TK Cedar — K.D. - Rough Face Flush 1.40
1x6 (11/167) TK Cedar — K.D. - Rough Face Flush 2.95
1x8 (11/167) TK Cedar — K.D. - V4E 3.85
1x6 (11/167) Straited Siding / Bear Claw - 5” Face 4.35%
TK Cedar — K.D.
1 x 4 F/J Veneer 1/16” Clear Cedar Veneer - F/J underneath 4.15
1 x 6 F/J Veneer 1/16” Clear Cedar Veneer - F/J underneath 7.25
Disdero Siding Profiles
I1x6 FJP Cedar #105 Drop 3.45
#115 Double Bevel 3.45
8 & 16 #117 Rounded Double Bevel 3.45
#137 Rustic 3.45
#134 T&G 3.45
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